Owner’s Manual

ADDENDUM
Hot Spring spas built with Endurol ® or Pearlescent shells have been equipped with the
LUMINESCENCE ™ (Multi-Color) light. The Light Control Instructions on pg. 35 of the
Owner’s Manual do not include the operation of the multi-color light. Follow the
information below to operate the Luminescence light.
LUMINESCENCE LIGHT CONTROL
The intensity of the spa’s light is controlled using the LIGHT Plus (+) or LIGHT Minus (-) buttons. There are five (5) brightness
levels plus off.
To turn on the spa light, press the LIGHT Plus (+) button. The light will turn on at maximum intensity and the light symbol will
illuminate on the control panel display.
When the light is set to its maximum brightness setting, press the LIGHT Plus (+) button to change the color. The color loop
sequence is set as follows: Blue, Aqua, Green, White, Amber, Red, Loop ON, Loop OFF. To activate the color loop, press (+)
after the color red. The colors will automatically run through the sequence in the order listed above. To stop the loop press
the LIGHT Plus (+) button while the loop is on and the brightness setting is in the maximum position.
To reduce the intensity of the light, press the LIGHT Minus (-) button. The intensity of the light will decrease each time the
button is pressed. Additionally, if the LIGHT Minus (-) button on the Main Control panel only, is held down, the light intensity
will decrease at the rate of one intensity level every half-second until it shuts off.
If the intensity of light is below the maximum brightness and the LIGHT Plus (+) button is pressed and held down, the light
will increase intensity until it reaches maximum brightness, it will then continue through the color sequence every
half-second until the button is released.
To turn off the light, hold the LIGHT Minus (-) button. The light will dim and turn off. When the light turns off, the light symbol
on the display will also turn off.
If the light is left on, it will automatically be turned off by the control system after six hours of continuous operation. The light
symbol on the panel will also turn off when the light is deactivated.
If the light will not turn on, make sure SPA LOCK is deactivated. SPA LOCK disables the controls on both the main and
auxiliary control panels.
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